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$. MINERALLEASE NÖ: 0. SURËAÖE:
APPLICATION FOR PERMIT TO DRILL UTU 7ðŽ3 Federal

7. If FNDIAN,ALLÖÌÏEE ÒR TRIBE NAME:
1A. TYPE OF WORK: DRILL REENTER DEEPEN

B. TYPE ÒF WELL: OIL GAS OTHER SINGLE ZONE MULTIPLEZONE
8. UNIÏor CAAGREEMENT NAME:

2. NAMEOF OPERATOR: 9. WELL NAMEand NUMBER:

IRunningFoxes Petroleum,Inc. Cisco 13-2-2
3. ADDRESS ÖËOPERATOR: PHÖNE NUMBER: 10. FIEL0 ANOP00L, OR WILD0AT:

7060 B S. Tucson Way , Centennial CO z 80112 (720) 889-0510 Greater Cisco
4. L0CAÌI0N ÓF WELL(F00ÌAGÈS) 11. QÌR/ÖTR, SECÍION, TÓWNSHIP,RAN0E,

MERIDIAN:
ATSURFA0E: 500' fnl &2140' fel NW NE NWNIË 13 20S 23E 6
AT PROPOSED PRODUÒING ŽÒNE: $$fne GS above

14. DISTANÓEIN MILESAN0 DIRECTION FÄOM NEAREŠT Ï0WN ÖR POST OFFICE: 12. ÖÖUN1Y: 13. SÏATE:

10.5 miles to the North of the townof Cisco, Utah rand UTAH

15. DISTANCEÌÒ NEAREST PRÓPERTY ÖR LEASËLINE(I"EEÏ) 16. NUMBER01"ACAES IN LEASE: 17 NJMBER 0F ACRES ASSIGNED TO THIS WELL:

500' 640 Avres 40 Acres
18. DISTANÓETONEAREST WELL(DRILLIN0, CÖMIuLETED,ÓN 19. PR0PÓSED DEPTH: 20. BÒND DESCRIPTION:

APPLIED FOR) ÓN THIS LEASE (FEET)

847' 2,314 UTB 000207
21. ELEVATIONS(SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATE DATEWORK WILLSTART: 23. ESTIMATED DURATION:

4ô64 ft GL 12/3/2008 21 days

24. PROPOSED CASING AND CEIVIENTINGPROGRAM

SIZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY,YlELD,AND SLURRY WEIGHT

See Attached A thru G

25. ATTACHMËNTS

VERIFYTHE FÒLL0WING ARE ATTACHEDINA00ÓRDANCE WITHTHE UTAHOIL AND GAS C0NSERVATION GENERAL RULES:

WELL PLATOR IWAPPREPARED BY LICENSED SURVEYÖR OR ENGINEER COMPLETE DRILLINGPLAN

EVIDENCEÖF DIVISIÓNÒF WATER RIGHÌS APPROVAL FOR USE OF WATER FORM 5, IF ÖPERATOR IS PERSÓN OR COMPANYOÏHER THANTHE LEASE OWNER

NAME(PLEASE PRINT) Kent Keppel TITLE Landman

SIGNATURE DATE

Approvedbythe
(This space for State use only)

Utah Divisionof
Oil,Gas and Mining RECEiVED

API NUMESERASSIGNED: APPRÒVAL:

Dat
(11/2001) (S Ins etion R rå i

DIV.0FOIL,GAS&MINING
Action is Necessary



G.L.0,1924 S. 89° 42' 00"W. (G.L.0,) .L.C.1024

12140'FEL :

CÏS Ò -Ë-2
Elev.4664.0' . 2

SEC. 13
T20S R23E

SL &M

1000' O' 1000
Lat. 39° 04'22" N.

SCALEV = 1000' Long.109° 19'23.5"W.

CISCO13-2-2
Located500feet FNLand2140feetFELofSection13,T20S,R23E,SLB&M,GrandCounty,Utah.

Preparedfor: RUNNINGFOXESPETROLEUMINC.,70608 S. TucsonWay,Centennial,Colorado80112

UDELLS. WILUAliS

SURVEYOR'SCERTIFICATE Potessional Landsmeyor
..••••..

W E. M Dr. (WONO W
GrandJunclion, ColoraloS1507-1569

"ra SaxwegingWestemColoradaa Easlem Utahsince1953
.* '. THISISTO CERTIFYTHATTHE ABOVEPLATWASPREPARED

NO. 25 FROMFIELDNOTESOF ACTUALSURVEYSMADEBY ME OR MTOF

(n• UNDER MYSUPERVISION ANDTHATTHE SAMEARE TRUE PROPOSEDLOCATION

ANDCORRECTTOTHEBESTOFMYKNOWLEDGEANDBEUEF. CISCO13-2-2

'• NWNWNESECTION13

8. T20S, R23E,SLB&M

OFesessant UtahPLSNo.25Ÿ3 sukEDBY: USW DATE 6-25-2008
DRAWNBY: USW D^TE
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APPLICATION FOR PERMIT TO DRILL

Inspection Checklist
November, 2008

Company Runninq Foxes Petroleum, Inc. Well No. Cisco 13-2-2

Location: Sec..1_3,T.208 , R.23E , Lease No. UTU-7623

Alloperations willbe conducted in such a manner that full compliance is made with applicable laws,
regulations (43 CFR § 3100 & 43 CFR § 3160), Onshore Oil and Gas Orders, the approved plan of
operations and the conditions of approval. The operator is fully responsible for the actions of his
subcontractors. A copy of these conditions willbe furnished to the field representative to ensure
compliance.

A. DRILLING PROGRAM

1. Surface Formation and Estimated Formation Tops: Mancos Shale surface, Dakota
Formation marker 1364',Cedar Mountain Formation 1464', Brushy Basin Member of
Morrison Formation 1590', Salt Wash Member of MorrisonFormation 1860', Entrada
Formation 2214'.

2. Estimated Depth at Which Oil, Gas, Water or Other Mineral Bearinq Zones are Expected
to be Encountered:

IDeJ2th/Formation
Expected Oil Zones: 1364'lDakota, 1590'IBrushy Basin, 2214'lEntrada
Expected Gas Zones: 1364'lDakota, 1464'/Cedar Mtn, 1860'lSalt Wash
Expected Water Zones: Layers in any pre-Mancos formation can be saline aquifers
Expected Mineral Zones: 1364'lDakota (possible water)

All fresh water and prospectively valuable minerals encountered during drilling willbe
recorded by depth and willbe cased and cemented. When possible, water flow rates will
be measured and samples will be takenand analyzed with the results being submitted to
The Division of Oil, Gas and Mining. Alloiland gas shows will be tested to determine
commercial potential. See Attachment A.

3. Pressure Control Equipment -include schematics of the BOP and choke manifold,and
describe testingprocedures: Double ram (pipe and blind) BOP with minimum working
pressure rating of 1500 psi equipped with accumulator for remote operation and rotating
head/diverter with minimum working pressure rating of 500 psi. BOP will be tested for
ten minutes holding 1000 psi prior to drilling throughsurface casing shoe. See schematic
diagram of typicalequipment depicted by APD Attachment B

BOP systems willbe consistent with API RP 53 and Onshore Oil and Gas Order No. 2 as
allowed under the Greater Cisco Area variance dated May 14, 2003. Pressure tests of
the surface casing and all BOP equipment potentiallysubject to pressure willbe
conducted before drilling the surface casing shoe. Blowout preventer controls will be
installed prior to drilling the surface casing shoe and will remain in use until the well is
completed or abandoned. Ram preventers shall be inspected and operated each trip(no
more than once a day is necessary), and annular preventers shall be inspected and
operated weekly to ensure good mechanical working order. These inspections shall be
recorded in the drilling log.
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4. Casinq Proqram and Auxiliary Equipment -include casing size, weight, grade, threadand
coupling, setting depth and condition(new or acceptably reconditioned): 130' new 8 5/8"
J-55 ST&C 24 ppf (or better) surface casing. 2314' new 4.5" J-55 LT&C10.5 ppf (or
better) long string casing.

5. Cement -include the cement type,density, yield, additives and amount used in setting
each casing string. Also include the anticipated cement fill-up. If stage cementing,
describe techniques: Surface casing willbe cemented to surface with an estimated 73.5
sacks (including 25% excess) of 15.6 ppg Class A slurry that yields 1.18 cubic feet per
sack. The long string willbe cemented from TD to Surface with 250 sacks (including
25% excess) of 15.6 ppg Class A slurryyielding 1.18 cubic feet per sack. Cello-flake will
be added to control fluid loss.

Surface casing shall be cemented back to surface. Centralizers shall be run, at a
minimum,on the bottom twojointsof each casing string.

6. Mud Proqram and Circulating Medium -include mud components and weights. When air
drilling, also include: length and location of blooie line; description of the auto ignitor;
description of the deduster equipment; and amounts, types and characteristics of stand-
by mud: Circulating medium willbe compressed air with4-6% KCIwater solution injected
into the air stream to form mist to stabilize the hole and control dust. Foaming agents will
be used as needed to maintain circulation. Excessive fluid flowswill be controlled by
mixing KCllgellpolymer mud as needed and the materials will be held on standby in
Grand Junction, Colorado for such purposes. 100 bbis of water willbe on the location for
use as killfluid. The blooie line willbe constructed of 4" minimumdiameter pipe that is at
minimum100' in length. The igniter will be a diesel fuel smudge pot.

Due to potential for contamination of usable quality water aquifers, chromates are banned
from Federal leases.

Sufficient mud materials will be stored on location to maintain well control and combat
lost circulation problems that might reasonably be expected.

7. Corinq, Loqqinq and Testing Program: No coring tests are planned, but open hoje
logging is planned. .

Initial opening of drill stem test toolswillbe restricted to daylight hours.

8. Abnormal Conditions, Bottom Hole Pressures and Potential Hazards -include anticipated
bottomhole pressure and/or pressure gradient. Also list anticipated lost circulationzones,
abnormal temperaturezones and possible hydrogen sulfide bearing zones: No abnormal
temperatureconditions or occurrences of hydrogen sulfide are known to exist in the
Greater Cisco Field. Zones of lost circulationare not expected, and are unlikely to be
recognized with the circulationsystem being used. The pressure gradient is normal to
subnormal. Formation pressure throughthe depths and formations to be penetrated at
this location will be no greater than 750 psi.

9. Any Other Aspects of this Proposal that should be Addressed: None.
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B. THIRTEEN POINT SURFACE USE PLAN

The dirt contractor will be provided with an approved copy of the surface use plan of operations
before initiating construction.

1. Existinq Roads:

a. Proposed route to location is depicted by APD Attachment C.

b. Location of well is 4.0 miles (+/-)Northwest of Exit214, see Attachment A &C.

c. The Grand County Road Department will be made aware of the use of county
roads required by this proposal.

d. Plans for improvement and/or maintenance of existing roads: Willwater roads if
conditions warrant for controlof fugitivedust or clear mud during wet conditions.

2. Planned Access Roads:

a. Location (centerline): Well pad lies 847 ft, to the Southeast of the
Petrolet #1 well site.

b. Length of new access to be constructed: 500 ft. (+/-)from the gravel road running
east and west across the top of Section 12.

c.
. No improvements needed on the county roads and Running Foxes Petroleum will

maintain lease roads on an as-needed basis.

d. Maximumtotaldisturbed width: New roads to be constructed approximately 16
ft. wide for drilling. For production, the roads will be constructed, upgraded, and
maintained with a width of 25 ft. or less.

e. Maximum travelsurface width: 14 to 18 feet.

f. Maximum grades: Less than6%

g. Turnouts: Road intersections and well pads would be utilized for turnouts.

h. Surface materials: Native soils. If the roads will be used by tankertrucksduring
wet, winter conditions, the road will be surfaced with rock materials.

i. Drainage (crowning, ditching, culverts, etc): No drainage control will be provided
during drilling. During production, water turnoutsand/or roadside ditches will be
utilizedfor drainage and erosion control.

j. Cattleguards: None.

k. Length of new and/or existing roads which lie outside the lease or unit boundary
for which a right-of-wayis required: N/A.

I. Other: In order to protect water shed values and minimizeerosion Running
Foxes Petroleum will commit to the following provisions during drilling operations
and well pad construction during winter drilling months. When roads are to be
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quarterly thereafter. AIIgas productionand measurement shall comply with the
provisions of 43 CFR § 3162.7, Onshore Oiland Gas Order No. 5, and American Gas
Association (AGA) Report No. 3.

If a tank battery is constructed on this lease, it will be surrounded by a berm of sufficient
capacity to contain 1½ timesthe storage capacity of the largest tank. All loading lines
and valves willbe placed inside the berm surrounding the tank battery. All oil production
and measurement shall conform to the provisions of 43 CFR § 3162.7 and Onshore Oil
and Gas Order No. 4.

Production facilities on location may include a lined or unlined produced water pit as
specified in Onshore Oil and Gas Order No. 7. Ifwater is produced from the well, an
application in conformance with Order No. 7 must be submitted.

5. Location and Type of Water Supply:

Allwater needed for drilling purposes willbe obtained from (describe location and/or
show on a map): Commercial sources such as Ute Water in Mack, Colorado or the
Thompson Special Service District in Thompson, Utah.

A temporarywater use permit for thisoperation could be obtained from the Utah State
Engineer in Price, Utah at (801) 637-1303 but will not be necessary.

Water obtained on private land, or land administered by another agency, will require
approval from the owner or agency for use of the land.

6. Source of Construction Material:

Pad construction material will be obtained from 2.1. listed above. (on site native soils)

The use of materials under BLMjurisdictionwillconform to 43 CFR § 3610.2-3.

7. Methods of Handlinq Waste Disposal:

Describe the methods and locations proposed for safe containment and disposal of waste
material, e.g. cuttings, produced water, garbage, sewage, chemicals, etc.

The blooie and reserve pits will be constructed in Mancos Shale, a bentonite-rich
aquitard.

The blooie pit willbe located at least 100' from the wellhead, and the pit walls will be
sloped at no greater than 1 to 1.

The blooie pit shall be located in cut material, with at least 50% of the pit volume being
below originalground level. Three sides of the reserve pit willbe fenced before drilling
starts. The fourth side willbe fenced as soon as drilling is completed, and shall remain
until the pit is dry. As soon as the reserve pit has dried, all areas not needed for
production will be rehabilitated.

Trash must be contained in a trashcage and hauled away to an approved disposal site
as necessary but no later than at the completion of drilling operations.

8. Ancillary Facilities: Portable toilet.
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9. Well Site Layout -depict the pit, rig, cut and fill,topsoil,etc. on the plat. See APD

Attachment F.

AIIwells, whether drilling, producing, suspended, or abandoned, will be identified in
accordance with 43 CFR § 3162.6.

Access to the well pad will be from the North as depicted by APD Attachments F.

The blooie line will be located at a 30 degree angle to the drilling rig, arranged in a
straight path with its outlet at least 100 feet from the well head where a diesel smudge
pot will serve as an automatic igniter. See APD Attachment F.

To minimizethe amount of fugitive dust and spray escaping from the blooie pit, water will
be injected into the compressed air stream used for the well circulationsystem and the
blooie line effluentwill be directed towarda high earth bank at the opposite end of the pit.

10. Plans for Restoration of the Surface:

The top two inches of topsoilmaterial will be removed from the location and stockpiled
separately on the margins of the location. See APD Attachment F.

Topsoil along the access road willbe reserved in place adjacent to the road.

Immediately upon completion of drilling, all equipment that is not necessary for
production shall be removed.

The reserve pit and that portion of the location not needed for productionwill be
reclaimed.

Before any dirt work to restore the location takes place, the reserve pit must be
completely dry.

All road surfacing will be removed prior to the rehabilitation of roads.

Reclaimed roads willhave the berms and cuts reduced and will be closed to vehicle use.

All disturbed areas will be recontoured to replicate the natural slope.

The stockpiled topsoilwill be evenly distributed over the disturbed area.

Prior to reseeding, all disturbed areas, including the access roads, will be scarified and
left with a rough surface.

Seed will be broadcast or drilled between October 1 and December 15, or at a time
specified. If broadcast, a harrow or some other implement will be dragged over the
seeded area to assure seed coverage.

The following seed mixture willbe used: Indian Ricegrass 4 pounds per acre, Fourwing
Saltbush 2 pounds per acre and Shadscale 2 pounds per acre.

The abandonment marker will be one of the following, as specified by BLM:
1) at least four feet above ground level,
2) at restored ground level, or
3) below ground level.
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in any case the markershall be inscribed with the following: operator name, lease
number, well narne and surveyed description (township,range, section and either
quarter-quarter or footages).

Additional requirements: N/A.

11. Surface and Mineral Ownership: The surface and minerals are Federally owned.

12. Other Information:

a. Archeological Concerns: Inventory will not be made of any resources in the
disturbed area of the well site and upgraded road.

The operator is responsible for informing all persons in the area who are
associated with thisproject thattheywillbe subject to prosecution for knowingly
disturbing historic or archaeologicalsites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, the operator is to
immediately stop work that mightfurther disturb such materials, and contact the
Trust Lands Administration. Withinfive (5) working days, the BLMwill inform the
operator as to:

- whether the materials appear eligible for the National Register of
Historic Places;

- the mitigationmeasures the operator willlikely have to undertake
before the site can be used (assuming in situ preservation is not
necessary); and

- a timeframe for the Trust Lands Administration to complete an
expedited review under 36 CFR § 800.11 to confirm, throughthe State
Historic Preservation Officer, that the findings of the BLMare correct and
that mitigationis appropriate.

If the operator wishes, at any time,to relocate activities to avoid the expense of
mitigationand/or the delays associated with this process, the Trust Lands
Adrninistration willassume responsibilityfor whatever recordation and
stabilization of the exposed materials may be required. Otherwise, the operator
will be responsible for mitigiationcosts. The BLMwillprovide technicaland
procedural guidelines for the conduct of mitigation. Upon verificationfrom the
BLM that the required mitigationhas been completed, the operator willthen be
allowed to resume construction.



13. Lessee's or Operator's Representative and Certification

Representative:

Name: Kent Keppel

Title: Landman

Address: 7060-B S. Tucson Way
Centennial, Co. 80112

Phone No.: (720) 889-0510

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drill site and access route; that I am familiarwith the conditions which currently
exist; that the statements make in thisAPD package are, to the best of my knowledge,
trueand correct; and that the work associated with the operations proposed herein will be
performed by Running Foxes Petroleum, Inc. and its contractors and subcontractors in
conformitywith thisAPD package and the termsand conditions under which it is
approved. I also certify responsibilityfor the operations conducted on that portion of the
leased lands associated with thisapplication,with bond coveragebeing provided under
BLM bond no. YTB-000207. This statement is subject to the provisions of 18 U.S.C. §
1001 for the filing of a false statement.

Signature /
Landman

Title Date



Attachment A
Running Foxes Petroleum, Inc.

7060BS. Tucson Way
Centennial, Colorado 80112

Landman: Kent Keppel (120) 889-0510
Geologist: Neil D. Sharp (120)889-0510

Cisco 13-2-2 Drilling Plan
500' fnl & 2140' fel; (NW NW NE); Sec. 13 Twp. 20S Rge. 23E SLM; Grand County, Utah

Location access (Refer to Attachment C & F): From Exit 214 I-70 (wb), proceed north on
Book Cliffs Road (paved) for 2.5 miles (+/-)until you come to a six way intersection. At this
junctionturn to the west (soft left) away from the Danish Flat Disposal pits and continue on this
road for 1.15 miles. After 1.75 miles you will encounter a flagged marker indicating the access
route to the Cisco 13-2-2 on your left had side. Turn onto this road and follow toward the South
into the proposed well pad.

Exit 214 is 49 miles northeast of Moab, UT via US 191, UT 128 and county road through
Cisco, UT, 64 miles from Moab via US 191 and I-70, 47 miles west of Grand Junction, CO via I-
70 and 153 miles from Vernal, UT via U$ 40 through Rangely,CO on CO 64, over Douglas Pass
on CO 139 to Loma, CO and 1-70.

ProjectedTops: Mancos Shale Surface (Elevation GL 4664')
Dakota Fm marker 1364' Oil & natural gas (possible water)
CedarMountain Fm 1464' Natural Gas (possible water)
Morrison Fm

Brushy Basin Mbr 1590' Oil and Natural Gas
Salt Wash Mbr 1860' Natural Gas

Entrada Fm 2214' Oil and Natural Gas
TD 2314'

Construction program:
§ Air, mist and/or foam circulation using 5-7% KCL/gel/polymer water injection below Dakota
O Minimum 1500 psi rated BOPwith 500 psi rated diverter and 100' min. 4" blooie line to pit
© 12 1/4" hole to 130' belowGL elevation to set 8 5/8" (24#, J55 or better) surface casing with
Class G cement circulated back to surface. Estimate 73.5 sacks (3.5 cubic yards) with slurry
yield of 1.18 cubic feet per sack including 25% excess.
Ô 6 3/4" hole to 2314' below KB to set 4.5" (10.5#, J55 or better) long string and cement with
Type III slurry from TD to surface. Estimate250 sacks (5.3 cubic yards) with slurry yield of
1.18 cubic feet per sack including 25% excess.
© Run 2 3/8" tubing for completion testing

Once the well has been spud, drilling operations will continue until the well is brought to TD
with production casing ran and cemented in or if the well is to be plugged and abandoned.

A casing decision will be made based upon drilled shows & open-hole logs that will be run.

Well will be killed with 4-7% KCL water or KCL/gel/polymer mud to run long



Pressure control system for Greater Cisco Field Operations
In compliance with Greater Cisco Area variance from Onshore O&G Order No. 2 dated May 14, 2003

*Not drawn to scale

OROTATING CONTROI- DRILL STRINGHEAD 2000 PSI WP

DOUBLE RAM BOP
2000-3000 PSI WP

) 4" BLOOIE LINE STRAIGHT TO PIT

DRILLING FLANGE
2" BLEED-DOWNIFLOW LINE TO PlT

2000 PSI WP2" KILLLINE TO RIG PUMP AND TANK
2000 PSI WP

SURFACE CASING





Running Foxes Petroleum Cisco 13-2-2

Cisco Springs Project
' S13 T20S R23E

Grand County, Utah W E 500' fnl & 2140' fel
Attachment D s Elevation: 4664' GL

Distar ce from Exit 214 (I-70 wb) to Cisco 13-2 location is 4 miles (+/-)

Total New Access Road to be constructed = 50 ) ft. (+/-)pr'

Total New Pipeline to be constructed to nearest RFP line = 0.5 miles (+/-)
,

, F C A

sP

C o 13-2-2

Proposed Well Location: O
.

Route to Cisco 13-2-2 - NewAccess Road to be Constructed
RFPPipeline -

County Roads - New Pipeline to be Constructed
Running Foxes Petroleum Leases |



Equipment Layout for Three Phase Production

.Û/ "
Gas Sales

! i Pipeline *Not Drawn to Scale

N \

\ 3 Phase Separator

Storage Tanks

Gas Meter i "
& Enclosure

,'

Water Disposal PitI
i

Well Head ,' †
> / Leveled area approx.

Berm 40,000 sqlft preserved
from drilling operation.

Pumping Unit

O

o

200'
m
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Cisco 13-2-2 Attachment F

DrillingOperation Pad & Equipment Layout
Mobile DrillingRig

N &

*Not Drawn to Scale

Gas Buster L

Steel MudPits
""""" ------.BA.

Drill

i e Trailer B ole
Flogges.t.MeggdË·----- 0914 Pli

Water Truck

Dog House/Tools
Casing Racks

ux Ai Water Tank

Aux Mud Pump

+ Well Head Gross possible disturbed area 40,000 sg. ft.

Access roads typically16 feet to 18 feet wide with maximumdisturbed width 25
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C 1.2'

C 1.5, EAST C 1,1' Elev.4665.2' C1.0' 200' C0.9'
Elev.4665.5, NW 50' Elev.4665.1' 50' i 50' Elev.4665.0' 50' Sta.2+

Elev.4664.9'

C 1.0, C0.8' C 0.6' C 0 5'
_ _

sta.1+50 C0.3'
Elev.4665.0' 50' Elev.4664.8' 50' Elev.4064.6' 50' Elev. 64.5' 50'

Elev.4664.3'

I i I

i i 1

I i I

, C0,2' LOC. :STAKE F 0.1' sta.1+00CO.4 ----------------þ----------------- FO.2'50' Elev.4664.2' 50' 50' Elev.4663.9' 50'
Elev.4664.4' Elev.4664.0' Elev.4663.8'

I

F 0.4' F 0.5' F 0.5' F 0.6' sta.0+50 ,

io'~ ¯i[

§§§
¯5 Ëlev.ÄSÏ3.

¯ ~50 ¯ ¯Elev.46¯3)~ ~502 - - - - F 0.7
Elev.4663.6 Elev.4663.3'

SE
C 0.3' sw 50' F 0.6' 50' 50' F 1 1' So sta.0+00

F 1.2'
Elev.4664.3 WEST Elev.4663.4' F 1.1' Elev. 4662.9' 200'

Elev.4662.8'
Elev.4662.9'

SCALE: 1" = 40'

FINISHEDGRADEELEV.ATLOC.STAKE= 4664.0'

CISCO13-2-2

Preparedfor: RUNNINGFOXESPETROLEUMINC.,70608 S. TucsonWay,Centennial,Colorado80112

wua, UDELL S. WILLIAMS

SURVEYOR'S CERTIFICATE Mesional Land Surveyor
.••••••. 449 E. Scenic Dr. (970)2540157

. GrandJunction,Colorado81507-1569

a' '. THISISTO CERTIFYTHATTHE ABOVEPLATWASPREPARED w.silm acciarassa Easienausals%.re WS3

,• NO. 2573 '• i FROMFIELDNOTES OF ACTUALSURVEYS MADEBY ME OR TYPICALCROSS-SECTIONSFOR
* UNDER MYSUPERVISION AND YHAT THE SAMEARE TRUE

•g W ÿ ANDCORRECTTOTHEBEST OF MY KNOWLEDGEAND SEUEF. CISCO13-2-2
- •, O SECTION13,T20S,R23E,SLB&M

500'FNL 2140'FEL

as sesa" UtahPLSNo.2573 sur EYEDBY- USW oAve 6-25-2008
DRAWNBY: USW DATE



Jul 12 ÓS 07: 40a

NOTICE OF
ASSESSMENT

OF

GREEN RIVER MAL CO -
GREENRIVER,UTAH

Notice is haeby given that at a meetirigof the board of directors held on

October 09, 2005, an assessment of $12.00 g a m levied on the capital and/or

secondary stock of the corporation payable at the office of the undersigned

Secretary at Green River, Utah on or before:

At ¤¾ wng pursuantto ArticicXV, ofthe Articles of

the company,there was levied a rainianun servicecharge of 550.00againsteach

stockholder fotthe year2005.

Any appy ggi WW Wee chage I main unpaid on

NovEMBER 30, 2005, wBl be denaquent and adverused for sale at public auctior

and unless payment is made before will be sold on December31, 2005 to pay said

dettaquencies together with the cost of adverdidag and expense of anle.

See
Green River , Utah

Total Shares t .

Stock Ass un=¤t $ 12.00
Service Charge S 50.00 - -

TOTAL DUE 5 62.00
'

Board of Directors Green River Canal Cornpany:
Glenn Baxter Von Bowerman Edward HansenDean King Tim Vetere DVENO IATER TRAN NOV



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 11/04/2008 API NO. ASSIGNED: 43-019-31610

WELL NAME: CISCO 13-2-2

OPERATOR: RUNNING FOXES ( N2195 ) PHONE NUMBER: 720-889-0510

CONTACT: KENT KEPPLE

PROPOSED LOCATION: ÎNSPECT LOCATN BY: / /
NWNE 13 200S 230E . .Tech Review Initials Date
SURFACE: 0500 FNL 2140 FEL

BOTTOM: 0500 FNL 2140 FEL Engineering

COUNTY: GRAND Geology
LATITUDE: 39.07266 LONGITUDE: -109.3203

UTM SURF EASTINGS:645308 NORTHINGS: 4325974 Surface

FIELD NAME: GREATER CISCO ( 205 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU 7623 PROPOSED FORMATION: ENRD

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SÎTING:

l' Plat R649-2-3.

Bond: Fed[1] Ind[] Sta[] Fee[] ,Unit:
(No. UTB 000207 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

(No. UTE )
('Drilling Unit

RDCC Review (Y/N)
(Date: ) Board Cause No: j

Eff Date:
AÁ¾ Fee Surf Agreement (Y/N) Siting: EdŸ 94 LLr 92ca1V

OR Intent to Commingle (Y/N) (60 gyo f ¡g
R649-3-11. Direótional Drill

COMMENTS:
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state Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
. . > ExecutiveDirector

Division of Oil, Gas and Mining
JON M. HUNTSMAN, JR.

Governor JOHN R. BAZA

GARY R.HERBERT
Division Director

Lieutenant Governor

November 5, 2008

Running Foxes Petroleum, Inc.
7060 B S. Tucson Way
Centennial, CO 80112

Re: Cisco 13-2-2 Well, 500' FNL, 2140' FEL, NW NE, Sec. 13, T. 20 South, R. 23 East,
Grand County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-019-31610.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Grand County Assessor
Bureau of Land Management, Moab Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OK, GAS &



e e
Operator: Running Foxes Petroleum, Inc.

Well Name & Number Cisco 13-2-2

API Number: 43-019-31610
Lease: UTU 7623

Location: NW NE Sec. 13 T. 20 South R. 23 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division with 24 hours of spudding the well.

• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to



STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU 7623
6. IF INDIAN,ALLOTTEE OR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER Cisco 13-2-2

2. NAME OF OPERATOR: 9. API NUMBER:

Running Foxes Petroleurn 4301931610
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
7060 B South Tucson Way .rY Centennial STATE CO Z:P 80112 (720) 889-0510 Greater Cisco

4. LOCATION OF WELL

FOOTAGES AT SURFACE: 500' fnl & 2140' fel coUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: WNE 13 208 23E STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofworkcompletion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELLSITE OTHER: Permit Renewal
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Running Foxes Petroleum requests the renewal of its originalpermit to drill for the aforementioned well in Grand County, Utah.
A year extension from the renewal date is desired. Ifthere are any questions or inquiries, please contact Running Foxes
Petroleum via the information provided.

attached: Permit Extension Validation Form Approvedby the
Utah Divisionof

Oil,Gas and Mining

COPYSENTTOOPERATOR By:

NAME (PULEASEPRINT) TDAEE

1/25/2 09

(This space for State use only) RECE IVED
NOV3 O2009

(5/2000) (See Instructions on Reverse Side) DIV.0FOlL,GAS&



Application for Permit to Drill
Request for Permit Extension

Validation
(thisformshould accompany the Sundry Noticerequesting permitextension)

API: R ii¯]

Well Name: cisco13-2-2

Location: 500' ful & 2140' fel; NW NE; S13 T20S R23E
Company Permit Issued to: Running Foxes Petroleum
Date Original Permit Issued: 11/5/2008

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes O No O

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO No2

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoO

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No IZl

Has the approved source of water for drilling changed? YesO Nom

Have there been any physical changes to the surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? YesONo

Is bonding st his proposed well11/Yes NoO

Signature' Date

Title: Geologist

Representing: Running Foxes Petroleum
RECdVED
NOV3 O2009

DIV.0FOIL,GAS&
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R.HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREG BELL JOHN R. BAZA

Lieutenant Governor DivisionDirector

January 19, 2011

Running Foxes Petroleum
7060 B South Tucson Way
Centennial, CO 80112

Re: APD Rescinded - Cisco 13-2-2, Sec. 13, T.20S, R.23E
Grand County, Utah API No. 43-019-31610

Ladies and Gentlemen:

The Application for Permit to Drill (APD) for the subject well was
approved by the Division of Oil, Gas and Mining (Division) on November 5,
2008. On November 30, 2009 the Division granted a one-year APD extension.
No drilling activity at this location has been reported to the division. Therefore,
approval to drill the well is hereby rescinded, effective January 19, 2011.

A new APD must be filed with this office for approval prior to the
commencement of any future work on the subject location.

If any previously unreported operations have been performed on this well
location, it is imperative that you notify the Division immediately.

Sincerely,

Di'ana Mason
Environmental Scientist

ec: Well File
Bureau of Land Management, Moab

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 • facsimile(801)359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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